Background/Aim. Postural impairments and gait disorders in Parkinson's disease (PD) affect limits of stability, impaire postural adjustment, and evoke poor responses to perturbation. In the later stage of the disease, some patients can suffer from episodic features such as freezing of gait (FOG). Objective gait assessment and monitoring progress of the disease can give clinicians and therapist important information about changes in gait pattern and potential gait deviations, in order to prevent concomitant falls. The aim of this study was to propose a method for identification of freezing episodes and gait disturbances in patients with PD. A wireless inertial sensor system can be used to provide follow-up of the treatment effects or progress of the disease. Methods. The system is simple for mounting a subject, comfortable, simple for installing and recording, reliable and provides high-quality sensor data. A total of 12 patients were recorded and tested. Software calculates various gait parameters that could be estimated. User friendly visual tool provides information about changes in gait characteristics, either in a form of spectrogram or by observing spatiotemporal parameters. Based on these parameters, the algorithm performs classification of strides and identification of FOG types. Results. The described stride classification was merged with an algorithm for stride reconstruction resulting in a useful graphical tool that allows clinicians to inspect and analyze subject's movements. Conclusion. The described gait assessment system can be used for detection and categorization of gait disturbances by applying rule-based classification based on stride length, stride time, and frequency of the shank segment movements. The method provides an valuable graphical interface which is easy to interpret and provides clinicians and therapists with valuable information regarding the temporal changes in gait.
Introduction
Postural and gait disorders are the most disabling cardinal motor signs found in people with Parkinson's disease (PD). Patients with PD have been reported to have postural impairments including reduction of limits of stability, impaired postural adjustment and poor responses to perturbation [1] [2] [3] . Gait disturbances include slow gait speed, shorter step and stride length, and increased variability of stride time (i.e., cycle time) as well as of stride length. In the later stage of disease progression, some patients can suffer from episodic features such as freezing of gait (FOG) 4, 5 . Gait and balance deficits predispose people with PD to falls. In a 20-year follow-up study, it has been reported that 87% of individuals with PD experienced one or more falls and 35% sustained injuries resulting from falls during walking 6 . Falls can lead to physical injuries and psychological traumas such as fear of falling. This results in functional mobility restriction, loss of independence, social isolation, decreased quality of life with increased risk of institutionalization and consequently increased mortality rate. Therefore, the objective gait assessment and monitoring progress of the disease can give clinicians and physical therapist important information about changes in the gait pattern and potential gait deviations, as well as supply data regarding disturbed gait pattern, especially for patients who exhibit FOG episodes and concomitant falls.
We have developed a wireless sensor system for assessment and evaluation of gait patterns for patients with various gait disturbances 7, 8 . The system uses inertial sensors (3D accelerometers and gyroscopes) which record body kinematics and estimation of gait parameters in any environment and for unlimited number of steps during a subject's walk.
This paper presents a new method for identification and classification of freezing episodes for patients with PD. This method, merged with the analysis of standardized temporospatial gait parameters and 3D trajectory reconstruction provides an illustrative clinical tool providing quantitative and qualitative information about a patient's gait pattern and its changes. This assessment was performed in a more detailed and more objective manner than it can be obtained by visual observation or any of existing clinical rating scales.
This system can also be used to provide follow-up of the treatment effects or progress of the disease. In some cases, given medications can stabilize gait by increasing the stride length and/or decreasing stride-to-stride variability [9] [10] [11] . The benefit of this treatment can be in monitoring the stride characteristic, length, and timing, before and after treatment application. Therefore, the presented method is an illustrative clinical tool to monitor gait pattern and gait pattern changes.
Methods

Instrumentation -Wireless sensor system for gait analysis
The proposed system, named SENSY was designed and developed within collaboration between the Faculty of Electrical Engineering, University of Belgrade, Serbia and Tecnalia Research Center, San Sebastian, Spain 12 . SENSY hardware comprises six peripheral inertial measurement units (IMUs), one per each leg segment of both legs, and a central PC communication unit connected to a USB port of a remote computer, where signals are monitored and stored ( Figure 1 ). Foot IMUs include connectors for force sensors, which can be attached to the system, either incorporated in shoe insoles or as independent force sensors. Force sensors used in this study were integrated in shoe insoles, with active areas under heel, metatarsals, and toes (Figure 1, left) . Each IMU comprises a 3-D analog accelerometer and a 3-D analog gyro sensor. The IMUs are powered by rechargeable batteries.
The developed system is light and compact (30 g per unit), simple for mounting on a subject, comfortable to wear, simple for installing and recording, and presents a reliable system which provides high-quality sensor data. Custommade acquisition software was developed in LabWindows CVI program (National Instruments, USA) enables real-time monitoring and automated storage of recorded data. Further signal processing of recorded data is performed in Matlab (MathWorks Inc, USA).
Subjects
A total of 12 patients with idiopathic PD (age of 60 ± 9 years, range 41-71 years) participated in this study. The demographic and clinical data on the study group are shown in Table 1 . The recordings were performed at the Clinic for Neurology, Clinical Centre of Serbia, Belgrade, Serbia. The study was performed in accordance to the ethical standards of the Declaration of Helsinki. All the participants gave informed written consent prior to the participation in the study.
The patients were recorded and tested during "off" periods of the disease. At the study entry, the stage of the disease was scored using the Hoehn and Yahr (HY) stage score (this scale is widely used for overall Parkinson's disease severity assessment 13 ), the patient disability and motor evaluation of condition by using the Unified Parkinson's Disease Rating Scale (UPDRS) 14 , and the global cognitive function using the Mini-Mental State Examination (MMSE) 15 . The inclusion criteria for appropriate data collection were the following: a Hoehn and Yahr disease stage score from 2 to 4, a stable and optimized antiparkinsonian treatment during 4 weeks prior to study entry, and appropriate cognitive functions -MMSE score more than 25.
The patients were assessed by neurologists with Hoehn and Yahr scale, Unified Parkinson's Disease Rating Scale, New Questionnaire (scale for quantitative and qualitative FOG assessment and its influence to activities of daily living 16 (NFOG-Q) and timed "up-and-go" test (TUG) with obstacles 17 . See Table 1 for test details. Based on observation and clinical tests the patients were classified as freezers (PD+FOG).
Experiment setup and recording protocol
The sensor system was mounted on the patients' limbs, as shown in Figure 1 . IMUs were placed laterally on leg segments (thigh, shank, and foot of both legs). Shoe insoles with integrated force sensitive resistors (FSR) were used as shown in Figure 1 , left panel. The patients were asked to walk along a complex pathway, as illustrated in Figure 2 . The pathway was created to provoke freezing episodes in patients. It included start/stop, turns, U-turns, and passing through doorways with different widths. Each trial started from the chair where the patient was sitting. Upon a voice command, the patient had to stand up and start walking straight towards the door 1 to pass the doorway, turn left towards (very narrow) door 2, to make a U-turn, return through door 2, then to go straight along the corridor, where he/she would pass (wide) door 3, several strides later make another U-turn around the obstacle, pass through door 3 again, turn left, pass through door 1, return to the chair, and sit down. This session was repeated four times per subject, with 5-minute breaks between trials. Directions of the U-turn rotations were chosen by the patient. All experiments were recorded with a video camera. Clinicians used videos to identify gait disturbances and FOG episodes (type and duration), and these data were further used for validation of our method. 
Data processing
Spatiotemporal gait parameters
In order to estimate gait parameters, reliable and accurate estimations of the particular gait events are needed. Heel contact and toe-off delimit swing and stance phases of the gait cycle, so that identification of these events can be used for estimation of various temporal gait parameters. One of the most reliable and easiest methods is by applying thresholds to heel switch or FSR data 18 . The detection of gait events from force sensors is a simple and reliable technique, especially for applications to patients with pathological gait, where it is difficult to adapt rules or thresholds for detection methods for gait events based on IMUs 19 . The estimation of temporal gait parameters is provided by the ground reaction force obtained from force sensors placed under the heel, metatarsal, and toe area of the foot.
FSRs were used to detect gait phases by summing signals from one leg, normalizing to the maximum of the sum, and applying a threshold (THfsr) at 5% of the normalized sum. Intervals where the signal is beyond THfsr are considered to belong to the stance phase, while the other intervals (the normalized sum is below THfsr) are considered to be the swing phase.
Spatial gait parameters (e.g. stride and step length) require the data recorded from accelerometers. Double numerical integration of linear accelerations (recorded by accelerometers) provides information about spatial displacement. For estimation of the stride length, we performed double integration of acceleration signals recorded from foot segments and transformed to the global coordinate system. However, due to the integration drift typical for this type of sensors, a drift-elimination procedure needs to be performed. One successful method for drift elimination is based on a polynomial drift approximation. In this way, we obtained estimation of stride length with only a 4% error 20 . By applying the definitions of gait phases and temporal gait parameters to the detected gait events, SENSY software calculates various gait parameters for each stride within recorded sequence. A list of gait parameters that could be estimated by this system include: stride time, cadence, velocity, stride length, swing time, stance time, swing/stance ratio, single support time, double support time, symmetry etc. A stride parameter that cannot be estimated by this system is the stride width, since that would require information from additional sensors.
Reconstruction of gait trajectory
In order to provide 3-D gait analysis and trajectory reconstruction, the software employs transformation matrices and combines human locomotion and biomechanical constraints in order to fuse accelerometer and gyroscope data. Polynomial fitting eliminates the drift 12 .
3. Frequency analysis based on spectrogram PD patients may exhibit changes in movement frequencies of limb segments during gait. Normal walking is typically characterized with frequencies from 0.5 Hz to 3 Hz (vertical shank acceleration), while FOG in patients with alternate leg trembling is typically manifested with a tremor in the range from 3 Hz to 8 Hz. FOG patients can also experience motor blocks without performing movement at all [21] [22] [23] . Therefore, it is very practical to display spectrum as a function of time, so that a clinician can follow changes of patient's stride frequency, correlate these alterations to existing obstacles along the path, and estimate duration and intensity of these disorders.
A very intuitive and "user friendly" visual tool for frequency follow-up is a spectrogram, calculated from the temporal signal by using the short-time Fourier transform preformed for each stride independently. The spectrogram used in this application is a graph with the horizontal axis showing time or number of strides, while the vertical axis corresponds to the frequency. A third dimension indicates the amplitude of a particular frequency at a particular time instant, which is coded by the intensity or color of each pixel of the image. We selected the Jet color map in Matlab software, where low amplitudes are represented by cold color tones (starting from navy blue for the lowest amplitude), heading towards warmer colors with amplitude increase, finishing with dark red color for the highest amplitude, as shown in Figure 3 example. 
Stride classification and identification of freezing of gait episodes
We illustrated the method with examples of stride-tostride variability and FOG appearances, both described by the stride length (SL), stride duration (SD), and power spectrum. If we classify each stride based on these three parameters, we can assign each stride to a certain class type according to: normal, short, shuffling, FOG with tremor or FOG with complete motor block. Thresholds for stride length and duration can be calculated from straight-line gait sequence (suggested length not less than 5 m). The thresholds are then defined from mean ± SD of the two observed parameters (Figure 4) , while for shuffling strides (typical for FOG) the threshold for stride length is set to 20 cm. If the patient's gait pattern is severely disturbed even for the straight-line gait sequence, the clinician can apply thresholds obtained from the available data or can manually adjust the threshold according to his/her assessment. Figure 4 shows an example of the threshold setup. Classification of strides and FOG types were made accordingly to the rules presented in Tables 2 and 3 . 
Results
The described stride classification was merged with an algorithm for stride reconstruction 12 , resulting in a useful graphical tool that allows clinicians to inspect and analyze a subject's movement. Along the reconstructed trajectory gait disturbances are highlighted for detailed gait analysis.
This graphical tool plots the trajectory in 3D as a stick diagram ( Figure 5 ), where one "leg" represents each stride, and the gait disturbances are color coded according to the following scheme: black = normal, blue = short, green = shuffling, red = FOG with trembling, and pink = FOG with motor block. The algorithm identifies and marks freezing episodes by different colors and indicates gait sequences which should be observed and analyzed more carefully.
As an example of recorded gait shown in Figure 4 , such generated plot is presented in Figure 5 . The following is a detailed description of Figure 5 : the changes in the gait pattern were present at the beginning of the sequence (start hesitation), which is shown at (0, 0, 0) coordinate in Figure  5 . The patient had the hesitation start at the first step. Further on, he experienced gait disturbances with FOG after passing through door 2 and during turning. He had a complete motor block on the left leg while he was trying to initiate/continue walking with the right leg (manifested by FOG with tremor and shuffling). Thereafter, he successfully proceeded through the hallway towards door 3 and through door 3, but once again he experienced problems during the U-turn. While turning around the obstacle, he had short shuffling strides combined with a complete motor block. Further, he started walking towards door 1, which manifested as a regular gait until he reached the door, where he dramatically decreased the stride length and eventually exhibited FOG with leg trembling. After this episode, he passed through door 1, walked forward and returned to the chair with his natural gait pattern.
This method for identification and classification of FOG episodes has been evaluated by experienced clinicians who compared the system/method outputs with video recordings of the same episodes. Comparison showed an excellent matching between visual observations and sensor detection of FOG episodes (both sensitivity and specificity test showed more than 95% success). Furthermore, sensors were able to quantify particular episodes and provide more detailed information also about the strides which preceded them.
Estimated gait parameters for gait sequence presented in ), for the left and right leg separately.
Discussion
The described gait assessment system can be used to detect and categorize gait disturbances by applying the rulebased classification according to stride length, stride time, and frequency of the shank segment movements. The spectrogram used in this application is easy to interpret and provides clinicians and therapists with valuable information regarding the temporal changes in the frequencies of lower limb's movement. This method discriminates among normal walking, appearance of FOG with leg trembling, and appearance of motor blocks during walking. This could point towards valuable information about walking unsteadiness and possible falls. The SENSY system with the proposed method provides full information about FOG episodes in PD patients, as well as changes in gait patterns which could precede these episodes. However, the decisions about the proper and accurate classification of gait disturbances (such as short strides vs normal strides, or short strides vs shuffling) are sensitive to the established threshold values. Therefore, the visual tool (shown in Figure 5 ) should be considered in combination with the stride-to-stride variability data (Figure 4 ) with shown thresholds. These thresholds can be also adapted and changed manually by a referred clinician, if needed.
Unlike the clinical rating scales commonly used for FOG assessment (presented in the last two columns of Table  1 ), this assessment provides information about the types of stride or FOG episodes, its duration and intensity. Another advantage of the system, compared to clinical scales is that there are no issues with subjectivity which is based on the observer's experience and individual bias, or subjectivity of the patient responding the questionnaire.
Compared to other ambulatory systems for FOG detection 8, 21, 23 , the described system provides more detailed information combining data from all three leg segments of both legs, and classify strides according to five previously defined states (normal or abnormal), while other systems typically classify gait patterns according to normal vs FOG, where some differentiate FOG to FOG with motor block or FOG with trembling.
When it comes to patients with gait disturbances that are present in PD, the gait analysis performed in a clinical environment frequently does not actually capture patient's real state of locomotion, i.e., the gait pattern which is prevalent. Being aware that their gait is being observed and recorded, patients often (consciously or subconsciously) change their gait pattern, trying to walk "better", faster, or the opposite, to emphasize their movement disorders and problems they have. Therefore, having a gait assessment system which could be used in home environment, as a holter monitor, would provide clear and objective image about patient's state in a quiet environment, as well as frequency and duration of experienced gait disturbances and episodes. This could be arranged by simple hardware adaptation, allowing the sensor units to store data internally, instead of sending the data to a remote PC.
Conclusion
For patients with PD, the objective spatiotemporal measure of gait disturbances provides a very important tool not only to follow the progress of the disease, but also to investigate how the patients respond to treatment (medication) and to monitor effects of prescribed therapies on gait characteristics. Also, since the proposed system could be used as a holter monitor, the required time for patients to stay in hospital could be significantly shortened. A patient can be examined during the day, sensor system attached to their limbs and returned home with a standalone holter unit to record gait while at home environment. In this way, clinicians can get real picture about patient's gait disturbances (types and timings) while at home, during their usual activities without being at the hospital. Furthermore, having illustrative graphic clinical tool to monitor gait pattern and gait pattern changes enables even inexperienced clinicians to note the changes in gait pattern, and signal the concomitant walking problems in monitored patients to clinicians or to patient's caregivers.
